Dily ohnuté popf. pokroucené vlivem teplotnich zmén a starnuti materialu,
mohou byt narovnany do pozadovaného tvaru pomoci proudu teplé vody
nebo vzduchu (fén na viasy). K lepeni pouzit kyanoakrylatové lepidlo!
Kontaktni plochy doporu€ujeme pred lepenim odmastit. Riizné dratky
a tycinky nejsou pfilozeny.

Parts slightly distorted and bent owing to temperature changes or due

to material aging can be straightened to requested shape by hot water
3

or hot air jet (hair dryer). This process can be repeated till result
4472 Padd|e B|ade Propel ler is entirely satisfactory. For best resuit use cyanoacrylate glue!
Correction Set Ungreasing contact areas is recommended before giuing.
) Wi d rod: t included.
1 / 48 for Accurate M. and Academy kits res ana fods not include

— Visit our official website and e-shop at

www.cmkkits.com
www.specialhobby.eu
www.facebook.com/specialhobby/
—— ] Hi020
Razor ,Saw Profi Set
j / The set contains
one holder, one
H1018 Triangle Razor
Savy an_cl one H1019
1 2 3

i | Multi-shift Razor Saw.
4 | Attach the razor blade to
’’’’’’’’’’’’ the holder as shown in the

_ pictures using the plate with
OEEEE A holes and screws.

@ @) Zamky pro usazeni

Vyvrtat otvor pro hfidel motoru lista vrtule

- dil stavebnice €.10. Link propeller blades here

Drill hole for engine shaft
- kit part no. 10
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