Dily ohnuté popf. pokroucené vlivem teplotnich zmén a starnuti materialu,
mohou byt narovnany do pozadovaného tvaru pomoci proudu teplé vody
nebo vzduchu (fén na vlasy).Rizné dratky a tyCinky nejsou pfiloZeny.
K lepeni pouzijte kyanoakralatové lepidlo.

Kontaktni plochy doporu¢ujeme pred lepenim odmastit.

120 mm rifled towed mortar Model F1/ Mortier 120mm Rayé Tracté Modele F1

[MV 100 MO-120-RT-61 1/7

full resin kit

Visit an official website and e-shop at

www.cmkkits.com

(Polyurethane parts PUR

Parts slightly distorted and bended owing to temperature changes or due
to material ageing can be straightened to requested
shape by hot wateror hot air jet. (hair dryer). Wires and holes not included.
This process can be repeated till resuit is entirely satisfactory.
For best results gluing use cyanoacryiate giue. Contact areas ungrease is
\_ recomended before giuing )
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MV 093 Armoured Engineer Vehicle GPM PT2

MV 096 Auto-Union/DKW F.91/4 Munga NATO Staff Car
MV 097 Tatra V855 Snowmobile

MV 098 DKW F.91/6 Ambulance and Fire Patrol Car

MV 099 Sd. Anh 54 German WW Il Trailer

MV 101 R-1/AH IV-5 WW |l Tankette (Romanian version)
MV 102 Strv m/37 / AH IV-S WW Tankette (Swedish version)

~

\MV 103 M22 Lucus Airborne tank Y,
i (" BARVY/COLORS HUMBROL )
8 11 :
@ @ =7 @ Antracit / Coal black 85 BARVY/COLORS HUMBROL
} | o N (® Leskly kov / Polished Steel 1"
I f \ f | L @ Kov / Gunmetal 53 ) Cely minomet / All mortar - Travové zelena / Grass Green 80)

Sestaveni minometu

Mortar assembly
PUR 10

Palebné postaveni
Firing position

CMK, Mezilesi 718, CZ - Praha 9, 193 00, e-mail: cmk@mpm.cz

Sestaveni hlavné pfii prepravni pozici

Barrel position - towed configuration Palebné postaveni

PUR 8

Tazné zarizeni
PUR 7% Towing adaptor

PUR 7 odlozte stranou
PUR 7 Place next to the kit

Firing position
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